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Specification
Model no. Max. Main dimensions (mm) Retainer dimensions (mm) Mounting dimensions (mm) Load per roller Weight (g) / 2 pieces
stroke ’ ’ ’ :
andar ntirus mm n*p ; - owable loa andar ntirus
Standard Antirust H T L | np Wiw2 Ll L2/N @D L3 | R | Pl P2 T M |dl d| A B Ba,j;°ddr§’t‘lf";"° ?f:éiii.i‘;f Allowable load | Standard Antirust
GRD03-50 GRD03-50-S 34 50 | 1°25 36.4 7 94 101
GRDO03-75 GRD03-75-S 54 75 | 2°25 514 | 10 139 148
GRD03-100 GRD03-100-S | 74 100 | 3*25 664 | 13 183 196
GRD03-125 GRD03-125-S | 104 125 | 425 764 | 15 228 244
GRD03-150 GRD03-150-S | 124 150 | 525 914 | 18 273 292
GRD03-175 GRD03-175-S | 144 | 36 | g |175| 6°25 | 29 |166|125 3 | 25 | @3 | 1064 | 21 | 3) 5 05 | M4 | 33 | B 41 3.1 638N/1pcs 761N/1pcs 254N/1pcs 317 340
GRD03-200 GRD03-200-S | 164 200 | 7*25 1214 | 24 362 387
GRD03-225 GRD03-225-S | 184 225 | 825 1364 | 27 406 435
GRD03-250 GRD03-250-S | 204 250 | 9*25 1514 | 30 451 483
GRD03-275 GRD03-275-S | 224 275 | 10*25 1664 | 33 496 531
GRD03-300 GRD03-300-S | 244 300 | 11*25 1814 | 36 540 579
GRD04-80 GRD04-80-S 54 80 | 140 57.6 8 248 265
GRD04-120 GRD04-120-S | 92 120 | 240 786 | 11 366 392
GRD04-160 GRD04-160-S | 130 160 | 340 996 | 14 484 518
GRD04-200 GRD04-200-S | 154 200 | 4*40 1276 | 18 602 645
GRD04-240 GRD04-240-S | 192 240 | 540 1486 | 21 722 773
GRDO04-280 | GRDO04-280-S | 230 | 44 | 11 280 640 | 35 20 | 20 | 2 | 40 | @4 | 1696 | 24 | 43 | 7 05 | M5 | 43 | 75 | 5% | 41 | 1230N/ipcs 1170N/pes 390N/1pcs 840 900
GRD04-320 GRD04-320-S | 254 320 | 7*40 1976 | 28 959 1028
GRD04-360 GRD04-360-S | 292 360 | 840 2186 | 31 1079 1156
GRD04-400 GRD04-400-S | 330 400 | 940 2396 | 34 1197 1283
§ GRD04-440 GRD04-440-S | 354 440 | 10%40 2676 | 38 1316 1411 §
§ GRD04-480 GRD04-480-S | 392 480 | 11*40 2886 | 41 1434 1538 §
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